
� 	� � �

�� �� 
�� 
��� � ��� � ��������

��������	�
��
��� ����������	
�

����
�����������	
����
�����	0��
����4����
���
�4�
������������������	
������
	��
��
	�������
�4�
���������	0��
��/�
������������	���

	0��
��	�����
����
�.�
	�����	���
��	�����������
��	�������
��4�����
�������
���	���	����������	
����0�� ������������������������������������

�
�������� �����
	��
�����������1�����0��������
�	0��
��8��������	�����������	���'����	����
����
��
������1�����4���0�����	�(��7�	�����	�	���

5��������	��������������
���������
����4��
	��
����������������
��
��5�
1����������

�����
��
� 5�����������������������9���
�
���
��������������	�����	���5�4�����������
���
8������	�����	���
�������	0���������	�	���

�9��
	:��	���
�������
��	���4��
���	�0����
���
	�	������������1�������5���� ��������������

���������
���������
���� �������	:��5���
�������������	�����5������5��0������	�0��
�	0��
�
�������������
��4��5�
�������
�����
���9���
�����������7�������
����9�	������
�
��������
	�	���������������������������
��
���	��������������
�������
����;�<=.�>

�� ����1��?�� ��
���	��� 	�
������� �	��� 
��� ���9���
�� ���1���8�� ������ ���1�� ���� 	�
������� 5�� �� ;����	
� .@� ���A��� �� ��5������	
� ��� ����	:��� ����
����1�����������4����
�������	

����	0��������9�	
1
���7�	���	

��
���	�
�������������0��������������1���B���	�0�����0������
	� ���

��
��	�0��������

sm

� ���	�	��
	���

Nominal Operating Level +4dBu -10dBv (-7.8dBu)

INPUT: Connector: XLR-3F and TRS 1/4Óphone jacks same
Type: Transformerless, active balanced same
Balanced: 40K� 40K�
Unbalanced: 20K� 20K�
Maximum Level: +27dBu +12.5dBV (+14.8dBu)
CMRR: >40dB same

OUTPUT:Connector: XLR-3M and TRS 1/4Óphone jacks same
Type: Active balanced (may be used unbalanced) same
Balanced: 112� same
Unbalanced: 56� same
Maximum Level: +27dBu Unloaded, +25dBu into 600� +12.5dBV (+14.8dBu)

AUDIO
Frequency Response: 10Hz - 38KHz (+ 0.5dB)

Dynamic Range: 120dB
Hum and Noise (unweighted 22Hz-22kHz): -93dBu
Crosstalk (10Hz-22kHz): -79dB
THD (10Hz-22kHz @max.output): .0003%
IMD (10Hz-22kHz @max.output): .0007%
Other Specifications
Power Requirements: 90-250VAC 50-60Hz, 12w
Dimensions: 19ÓW x 1.75ÓH x 8.25ÓD

(482.6mm x 44.5mm x 209.6mm)

Net Weight (Rackmounted): 6lbs (2.73kg)

Shipping Weight: 9lbs (4.1kg)

THE AURAL EXCITER 
SAFELY ADDS EXCITEMENT

DYNAMIC EQ ADDS MORE LEVEL
FOR THE SAME AMOUNT OF ENHANCEMENT
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BIG BOTTOM IS THE SAFEST BASS
ENHANCEMENT PROCESSOR

WARNING: IT COULD PUT
YOU OVER THE LIMIT!

BY FAR THE MOST
DANGEROUS PROCESSOR SOLD
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BIG BOTTOM DYNAMIC EQ SUBHARMONIC SYNTH

AURAL EXCITER DYNAMIC EQ
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APHEX 

MODEL 204 

AURAL EXCITER
®
AND OPTICAL BIG BOTTOM

®

SOLUTION DELIVERY SERIES


